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Paint Texturizer 

Product No. 0240 
Technical Data Sheet 

Description 
Paint Texturizer is an easy to use variable particle-sized 
mineral aggregate intended for mixing with various paints to 
produce a surface textured effect. 
 
 

Key Features 
• Excellent shelf-life when stored as directed 

• Works well with most paint types 

• Perlite imparts no color to paints & except for colors in 
light refraction, does not change paint color. 

 

Uses 
• Add Paint Texturizer to any paint for a decorative, 

textured finish. 

• Hides cracks and scratches in walls and ceilings. 

• Paint and texture in one easy application.    

Surface Preparation 
Surface should be clean, dry and primed if necessary.  
Repair large holes or cracks with a lightweight spackling 
compound such as Red Devil Paint Master Lightweight 
Spackling or Red Devil Onetime Spackling. 
 
 

Directions 
1. Following label directions, gradually add entire 

contents of bag to one gallon of paint. 
2. Stir continuously to avoid clumping.  For best results, 

stir paint occasionally when using. 
3. Depending on desired finish more or less aggregate 

can be added to the paint.  Test small area to 
determine amount. 

4. Using a one 1/2“ nap paint roller, dip roller into 
mixture and apply to surface. For best results, spread 
in a crisscross pattern. 

  
 
 

 
Physical/Performance Property 
Shelf Life   
Storage Conditions 
 
Solubility in Water 
Color 
Standard Container 
Specific Gravity (H20 = 1) 
Percent Volatiles 
Texturizer Content 
 
 

 
Test Method 
Lab 50 C Oven – Accelerated 
Test Lab 
  
Test Lab 
Visual Observation 
Known 
Known 
Computrac Moisture Analyzer 
Known 
 

 
Typical Result 
Minimum 2 Years (stored as directed) 
Store in a cool, dry place in the original, 
sealed container 
Insoluble 
Off-White to buff 
5 oz. bag 
<1 
0 
Perlite 

Clean Up 
Wash tools with soap & water or appropriate solvent, 
depending upon whether paint is water based or oil 
based. If solvent needed for skin, wash immediately with 
warm water & mild soap. 
 

For Best Results 
• Stir paint occasionally when using 

• Apply paint using crisscross pattern 

• Use ½” nap roller for application 
 
 

 

Color   
 Off-White to buff 
 

Packaging 
 5 oz bag 
 

Limitations 

Avoid breathing perlite dust when mixing with paint. Wear 
NIOSH approved dust respirator if dust inhalation likely.
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Environmental, Safety & Transportation Information 

 
Inhalation of dust or mist may cause respiratory irritation, skin irritation, and possible burns. Eye contact is irritating & may 
cause permanent damage. Toxic by ingestion. Do not take internally. Wear NIOSH approved respirator when handling, mixing 
with paint & applying textured paint. SEE MSDS FOR ADDITIONAL INFORMATION. 
 
 
 
Criteria 
CARB Compliance 
Prop 65 Ingredients 
DOT Proper Shipping Name 
DOT Hazard 
DOT UN/NA Number 
Packing Group 
VOC Content 

Evaluation Method 
Documents Review 
Documents Review 
Review of Regs 
Review of Regs 
Review of Regs 
Review of Regs 
Calculated 

Status 
Yes 
Yes (See MSDS) 
Not Regulated by DOT 
N/A 
N/A 
N/A 
0% by weight 
 
 
 
 

CAUTION: NOT FOR INTERNAL CONSUMPTION. KEEP OUT OF REACH OF CHILDREN 

& PETS. Prolonged exposure to respirable Crystalline Silica (Quartz) (may be present @ < 1% in 

Perlite), has been associated w/ lung cancer health risk in humans. (See MSDS for additional 

information). 

 

 

LIMITED WARRANTY 
Recommendations for use of this product are based on tests we believe to be reliable. Manufacturer and seller are not 
responsible for results where this product is used under conditions beyond our control. If not satisfied when used as directed, 
product will be replaced without charge upon presentation of proof of purchase and used container. This limited warranty only 
applies to residential use and damages including consequential damage and other remedies are excluded. No other warranties 
apply, including fitness for a particular purpose. 

 
TDS Number: 0240 TD (11287) 
Date of Issue: March 10, 2009 
SEE MSDS FOR ADDITIONAL DATA/INFORMATION 
 


