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FEATURES:
• Excellent adhesion • Water clean up

• Mildew resistant • Remains flexible

• Paintable • Low V.O.C. content
• Low odor • 35 year durability

USE ON:
• Window & door frames  • Moldings
• Painted/unpainted surfaces • Baseboards
• Siding    • Cabinets
• Thresholds    • Siding 

SPECIFICATIONS:
• ASTM C-834-00

ACRYLIC SILICONIZED 
CAULK

®

 is a superior sealant fortified with silicone for 
It provides 

RD PRO  Construction Grade Siliconized Acrylic 
Caulk
increased flexibility and extended life. 
excellent adhesion to most building substrates and 
offers added bonding strength for durable, watertight 
seals. Paintable, non-staining and mildew resistant, it 
is ideal for interior or exterior applications.

ITEM # COLOR      SIZE           UPC # CASE QTY.

0846/0I White    10.1 Oz.  0-75339-84601-8     12
0846/2I Almond    10.1 Oz. 0-75339-00281-0     12
0846/4I Brown     10.1 Oz. 0-75339-00282-7     12
0846/5I Gray    10.1 Oz. 0-75339-00280-3     12
0846/6I Black    10.1 Oz. 0-75339-00279-7     12
0876/0I Clear    10.1 Oz. 0-75339-87601-5     12
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