Technical Data Sheet

Product: Red Devil Butyl Gutter & Foundation Sealant
Product No.: 0697, 0697AG, 0697BR Series

Description: A tough, rubbery sealant that is ideal for gutter applications. It sticks to most clean construction surfaces and remains flexible and elastic for several years after cure. It may also be used in basements and in other below grade areas.

Specifications - meets or exceeds the requirements of:

Fed. Spec. TT-S-001657 Type I, TT-C-00598C Type I, TT-C-1796A Type I
ASTM Spec. C 1311, GSA A-A-272 Type III

Typical Properties:

- Extrusion-viscosity: 6 ± 1 grams/15 seconds (Semen @ 30 psi)
- Weight per gallon: 11.5 ± .25 lbs.
- % Solids (TNV): 80 ± 2%
- Color: White, Gray, Bronze
- Odor: Solvent
- Shrinkage: Less than 30%
- Application Temperature Range: Greater than 35°F (2°C)
- Tack-free Time: 2 Hours
- Full Cure: 7 Days
- Paint Over Time: Latex: 12 - 24 Hours Oil-based: After full cure
- Flash Point: Greater than 100°F (38°C) - Combustible
- Freeze/Thaw Stability: Passes 5 cycles
- Stain Resistance: Excellent
- Slump Resistance: Excellent
- Water Resistance: Excellent
- Coverage: 30 linear feet (3/16" bead)
- Service Temperature Range: -40°F to 225°F (-40°C to 107°C)
- Clean-up Solvent (before cure): Mineral Spirits or Paint Thinner
- Shelf Life: 1 year unopened @ 77°F (25°C)
- Storage: Store in a cool, dry area. Avoid temperatures in excess of 100°F (38°C).

Standard Container: 10.1 fl. oz. H.D.P.E. cartridge
VOC: 16.9%wt
CARB Compliance: YES
Prop 65 Ingredients: NONE
DOT Shipping Name: Adhesive, Containing a Flammable Liquid, Class 3, PG III, UN 1133

Recommendations for use of this product are based on tests we believe to be reliable. Manufacturer and seller are not responsible for results where this product is used under conditions beyond our control. Under no circumstances will Red Devil, Inc, be liable to anyone in excess of the purchase price of this product.

Issue Date: June 4, 2004